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CONDUIT & CABLE

SNAP IN SUPPORT

FINISH:

MATERIAL:
Elite Shield

Spring Steel

PART NUMBER DESCRIPTION BOX QTY.

EMAC2 MC/AC Cable to Stud Clip,14-4 to 10-3 MC/AC, 1/8” Max Flange 100

PART NUMBER DESCRIPTION BOX QTY.

EMAC224 MC/AC Cable to Flange Clip,
Bottom Mount-14-4 to 10-3 MC/AC, 1/8"-1/4" Flange 100

EMAC258 MC/AC Cable to Flange Clip,
Bottom Mount-14-4 to 10-3 MC/AC, 5/16"-1/2" Flange 100

EMAC2912 MC/AC Cable to Flange Clip,
Bottom Mount-14-4 to 10-3 MC/AC, 9/16"-3/4 " Flange 100

PART NUMBER DESCRIPTION BOX QTY.

EMAC2T MC/AC Cable to Stud Clip, 14-4 to 10-3 MC/AC 100

FEATURES:

FEATURES:
This cable to flange clip (bottom mount) allows cable to be placed a minimum of 1 1/4" from the face of the stud, 
which provides compliance with NEC® Article 300.4(d).

FEATURES:
This double cable to stud clip provides stable support due to the legs. It allows cable to be placed a minimum 
of 1 1/4" from the face of the stud, which provides compliance with NEC® Article 300.4(d). Installation requires 
no tools.

PART NUMBER DESCRIPTION BOX QTY.

EMAC224SM 100MC/AC Cable to Flange Clip, Side Mount
14-4 to 10-3 MC/AC, 1/8"-1/4" Flange

EMAC258SM 100MC/AC Cable to Flange Clip, Side Mount
14-4 to 10-3 MC/AC, 5/16"-1/2" Flange

EMAC2912SM 100MC/AC Cable to Flange Clip, Side Mount
14-4 to 10-3 MC/AC, 9/16"-3/4" Flange

FEATURES:
This double cable to stud clip provides stable support due to the legs. It allows cable to be placed a minimum 
of 1 1/4" from the face of the stud, which provides compliance with NEC® Article 300.4(d). Installation requires 
no tools.

The MC/AC cable to stud clip snaps on to metal stud and beam flange providing stable support due to the legs. 
It can also be screwed to wood, stud, concrete or block by using the pre-punched holes. It allows cable to be 
placed a minimum of 1 1/4" from the face of the stud, which provides compliance with NEC® Article 300.4(d). 
Installation requires no tools. For single runs of cable, the clip can be snapped in half making two clips.

PART NUMBER DESCRIPTION BOX QTY.

EMAC24Z34 MC/AC cable to wire/rod, 14-2 to 10-3 MC/AC, 1/4" rod 100

EMAC26Z34 MC/AC cable to wire/rod, 14-2 to 10-3 MC/AC, 3/8" rod 100

FEATURES:
This clip makes installation to rod or wire easy with no tools required.  It is compliant with CEC Rule 12-618 
(support of MC/AC Cable) and NEC® Article 300.4(d), which allows cable to be positioned a minimum of 1-1/4” 
from face to stud.


