
SUBJECT TO CHANGE WITHOUT NOTICE, GO TO WEB SITE FOR MOST  CURRENT PRODUCT INFORMATIONS AND CHANGES OR 
CONTACT  ELITE COMPONENTS SALES REPRESENTATIVE FOR ANY ASSISTANCE.

ELITE COMPONENTS © 2022

2/' :25. 
10 %2;

FEATURES:

2OG�:RUN�electrical Single Gang wall box for use where the wall is 
enclosed. Equipped with knockouts for entry of sheathed cable, and 
integral clamps to hold wires securely. High grade of PVC (polyvinyl 
chloride) construction for higher performance, lower installation cost, 
and rust and corrosion resistance.

3%2;11�12�2:�KDV�EHHQ�WHVWHG��LQYHVWLJDWHG�DQG�IRXQG�WR�FRPSO\�
ZLWK�WKH�UHTXLUHPHQWV�RI�WKH�6WDQGDUG�V��IRU�1RQ�0HWDOOLF�2XWOHW�
%R[HV��)OXVK�'HYLFH�%R[HV�	�&RYHUV��8/��1�&��DQG�LV�LGHQWLILHG�ZLWK�
WKH�(7/�/LVWHG�0DUN��

• For use in 2OG :ork applications where the wall is enclosed
• Durable PVC construction will not rust or corrode
• Integral clamps hold wires securely
• 3ODVWLF�PRXQWLQJ�HDUV�IRU�HDV\�LQVWDOODWLRQ
• 1� Cu. In. capacity
• ETL listed to UL 514C
• ETL 2 Hour Fire Resistant
• 7KH�ER[HV�DUH�LQWHQGHG�WR�EH�LQVWDOOHG�LQ�DFFRUGDQFH�ZLWK

$16,�1)3$������1DWLRQDO�(OHFWULFDO�&RGH��

NEW PRODUCT
�-GANG PVC 2/' WORK  WALL ELECTRICAL BOX

PART NUMBER

PBOX11�NO�2: 1-GANG 1� CU IN SWITCH OUTLET BOX
W,7+�3/$67,&�02817,1*�($56 1��

'(6&5,P7,21 %2; Q7< %2;
:(,*+7B/EV   

22

Pallet 
Quantity

��00

2 hour fire-rated



SUBJECT TO CHANGE WITHOUT NOTICE, GO TO WEB SITE FOR MOST  CURRENT PRODUCT INFORMATIONS AND CHANGES OR 
CONTACT  ELITE COMPONENTS SALES REPRESENTATIVE FOR ANY ASSISTANCE.

ELITE COMPONENTS © 2022

2/' :25. 
10 %2;

FEATURES:

2OG�:RUN�electrical Single Gang wall box for use where the wall is 
enclosed. Equipped with knockouts for entry of sheathed cable, and 
integral clamps to hold wires securely. High grade of PVC (polyvinyl 
chloride) construction for higher performance, lower installation cost, 
and rust and corrosion resistance.

3%2;12�12�2:�KDV�EHHQ�WHVWHG��LQYHVWLJDWHG�DQG�IRXQG�WR�FRPSO\�
ZLWK�WKH�UHTXLUHPHQWV�RI�WKH�6WDQGDUG�V��IRU�1RQ�0HWDOOLF�2XWOHW�
%R[HV��)OXVK�'HYLFH�%R[HV�	�&RYHUV��8/��1�&��DQG�LV�LGHQWLILHG�ZLWK�
WKH�(7/�/LVWHG�0DUN��

• For use in 2OG :ork applications where the wall is enclosed
• Durable PVC construction will not rust or corrode
• Integral clamps hold wires securely
• 3ODVWLF�PRXQWLQJ�HDUV�IRU�HDV\�LQVWDOODWLRQ
• 2� Cu. In. capacity
• ETL listed to UL 514C
• ETL 2 Hour Fire Resistant
• 7KH�ER[HV�DUH�LQWHQGHG�WR�EH�LQVWDOOHG�LQ�DFFRUGDQFH�ZLWK

$16,�1)3$������1DWLRQDO�(OHFWULFDO�&RGH��

NEW PRODUCT
�-GANG PVC 2/' WORK  WALL ELECTRICAL BOX

PART NUMBER

PBOX12�NO�2: 1-GANG 2� CU IN 2/'�:25.�SWITCH OUTLET
BOX :,7+�3/$67,&�02817,1*�($56 1��

'(6&5,P7,21 %2; Q7< %2;
:(,*+7B/EV   

22

Pallet 
Quantity

3�00

2 hour fire-rated



SUBJECT TO CHANGE WITHOUT NOTICE, GO TO WEB SITE FOR MOST  CURRENT PRODUCT INFORMATIONS AND CHANGES OR 
CONTACT  ELITE COMPONENTS SALES REPRESENTATIVE FOR ANY ASSISTANCE.

ELITE COMPONENTS © 2022

2/' :25. 
10 %2;

FEATURES:

2OG�:RUN�electrical 'RXEOH Gang wall box for use where the wall is 
enclosed. Equipped with knockouts for entry of sheathed cable, and 
integral clamps to hold wires securely. High grade of PVC (polyvinyl 
chloride) construction for higher performance, lower installation cost, 
and rust and corrosion resistance.

3%2;22�12�2:�KDV�EHHQ�WHVWHG��LQYHVWLJDWHG�DQG�IRXQG�WR�FRPSO\�
ZLWK�WKH�UHTXLUHPHQWV�RI�WKH�6WDQGDUG�V��IRU�1RQ�0HWDOOLF�2XWOHW�
%R[HV��)OXVK�'HYLFH�%R[HV�	�&RYHUV��8/��1�&��DQG�LV�LGHQWLILHG�ZLWK�
WKH�(7/�/LVWHG�0DUN��

• For use in 2OG :ork applications where the wall is enclosed
• Durable PVC construction will not rust or corrode
• Integral clamps hold wires securely
• 3ODVWLF�PRXQWLQJ�HDUV�IRU�HDV\�LQVWDOODWLRQ
• 2� Cu. In. capacity
• ETL listed to UL 514C
• ETL 2 Hour Fire Resistant
• 7KH�ER[HV�DUH�LQWHQGHG�WR�EH�LQVWDOOHG�LQ�DFFRUGDQFH�ZLWK

$16,�1)3$������1DWLRQDO�(OHFWULFDO�&RGH��

NEW PRODUCT
�-GANG PVC 2/' WORK  WALL ELECTRICAL BOX

PART NUMBER

PBOX22�NO�2: 2-GANG 2� CU IN 2/'�:25.�SWITCH OUTLET
BOX :,7+�3/$67,&�02817,1*�($56 1��

'(6&5,P7,21 %2; Q7< %2;
:(,*+7B/EV   

2�

Pallet 
Quantity

����

2 hour fire-rated



SUBJECT TO CHANGE WITHOUT NOTICE, GO TO WEB SITE FOR MOST  CURRENT PRODUCT INFORMATIONS AND CHANGES OR 
CONTACT  ELITE COMPONENTS SALES REPRESENTATIVE FOR ANY ASSISTANCE.

ELITE COMPONENTS © 2022

2/' :25. 
10 %2;

FEATURES:

2OG�:RUN�electrical � Gang wall box for use where the wall is 
enclosed. Equipped with knockouts for entry of sheathed cable, and 
integral clamps to hold wires securely. High grade of PVC (polyvinyl 
chloride) construction for higher performance, lower installation cost, 
and rust and corrosion resistance.

3%2;���12�2:�KDV�EHHQ�WHVWHG��LQYHVWLJDWHG�DQG�IRXQG�WR�FRPSO\�
ZLWK�WKH�UHTXLUHPHQWV�RI�WKH�6WDQGDUG�V��IRU�1RQ�0HWDOOLF�2XWOHW�
%R[HV��)OXVK�'HYLFH�%R[HV�	�&RYHUV��8/��1�&��DQG�LV�LGHQWLILHG�ZLWK�
WKH�(7/�/LVWHG�0DUN��

• For use in 2OG :ork applications where the wall is enclosed
• Durable PVC construction will not rust or corrode
• Integral clamps hold wires securely
• 3ODVWLF�PRXQWLQJ�HDUV�IRU�HDV\�LQVWDOODWLRQ
• �� Cu. In. capacity
• ETL listed to UL 514C
• ETL 2 Hour Fire Resistant
• 7KH�ER[HV�DUH�LQWHQGHG�WR�EH�LQVWDOOHG�LQ�DFFRUGDQFH�ZLWK

$16,�1)3$������1DWLRQDO�(OHFWULFDO�&RGH��

NEW PRODUCT
�-GANG PVC 2/' WORK  WALL ELECTRICAL BOX

PART NUMBER

PBOX���NO�2: �-GANG �� CU IN 2/'�:25.�SWITCH OUTLET
BOX :,7+�3/$67,&�02817,1*�($56 ��

'(6&5,P7,21 %2; Q7< %2;
:(,*+7B/EV   

2�

Pallet 
Quantity

2 hour fire-rated

���



SUBJECT TO CHANGE WITHOUT NOTICE, GO TO WEB SITE FOR MOST  CURRENT PRODUCT INFORMATIONS AND CHANGES OR 
CONTACT  ELITE COMPONENTS SALES REPRESENTATIVE FOR ANY ASSISTANCE.

ELITE COMPONENTS © 2022

2/' :25. 
10 %2;

FEATURES:

2OG�:RUN�electrical ��Gang wall box for use where the wall is 
enclosed. Equipped with knockouts for entry of sheathed cable, and 
integral clamps to hold wires securely. High grade of PVC (polyvinyl 
chloride) construction for higher performance, lower installation cost, 
and rust and corrosion resistance.

3%2;���12�2:�KDV�EHHQ�WHVWHG��LQYHVWLJDWHG�DQG�IRXQG�WR�FRPSO\�
ZLWK�WKH�UHTXLUHPHQWV�RI�WKH�6WDQGDUG�V��IRU�1RQ�0HWDOOLF�2XWOHW�
%R[HV��)OXVK�'HYLFH�%R[HV�	�&RYHUV��8/��1�&��DQG�LV�LGHQWLILHG�ZLWK�
WKH�(7/�/LVWHG�0DUN��

• For use in 2OG :ork applications where the wall is enclosed
• Durable PVC construction will not rust or corrode
• Integral clamps hold wires securely
• 3ODVWLF�PRXQWLQJ�HDUV�IRU�HDV\�LQVWDOODWLRQ
• �� Cu. In. capacity
• ETL listed to UL 514C
• ETL 2 Hour Fire Resistant
• 7KH�ER[HV�DUH�LQWHQGHG�WR�EH�LQVWDOOHG�LQ�DFFRUGDQFH�ZLWK

$16,�1)3$������1DWLRQDO�(OHFWULFDO�&RGH��

NEW PRODUCT
�-GANG PVC 2/' WORK  WALL ELECTRICAL BOX

PART NUMBER

PBOX���NO�2: �-GANG �� CU IN 2/'�:25.�SWITCH OUTLET
BOX :,7+�3/$67,&�02817,1*�($56 ��

'(6&5,P7,21 %2; Q7< %2;
:(,*+7B/EV   

1�

Pallet 
Quantity

2 hour fire-rated

���



SUBJECT TO CHANGE WITHOUT NOTICE, GO TO WEB SITE FOR MOST  CURRENT PRODUCT INFORMATIONS AND CHANGES OR 
CONTACT  ELITE COMPONENTS SALES REPRESENTATIVE FOR ANY ASSISTANCE.

ELITE COMPONENTS © 2020

�� &8 ,1 2/' :25. ROUND CEILING PVC BOX 
FEATURES:

1��&8�,1 round ceiling box�ZLWK�JURXQG�OXJ�DWWDFKHG�	�tKUHH SODVWLF�
PRXQWLQJ�HDUV�IRU�HDV\�LQVWDOODWLRQ and VL[ integral clamps for use where 
the ceiling is enclosed. High grade of PVC (polyvi-nyl chloride) 
construction for higher performance, lower installation cost, and rust and 
corrosion resistance.

/5%�1��*�2:�KDV�EHHQ�WHVWHG��LQYHVWLJDWHG�DQG�IRXQG�WR�FRPSO\�ZLWK�
WKH�UHTXLUHPHQWV�RI�WKH�6WDQGDUG�V��IRU�1RQ�0HWDOOLF�2XWOHW�%R[HV��
)OXVK�'HYLFH�%R[HV�	�&RYHUV��8/��1�&��DQG�LV�LGHQWLILHG�ZLWK�WKH�(7/�
/LVWHG�0DUN�

• Impact-resistant PVC construction
• Virtually unbreakable and non-conductive
• Volume 1� cu.in.

• 1 Gang and Round Shape.
• (7/�OLVWHG�WR�8/��1�&
• (7/�2�+RXU�)LUH�5HVLVWDQW
• 7KH�ER[HV�DUH�LQWHQGHG�WR�EH�LQVWDOOHG�LQ�DFFRUGDQFH�ZLWK�$16,�
1)3$������1DWLRQDO�(OHFWULFDO�&RGH��

NEW PRODUCT

2 hour fire-rated

PART NUMBER

LRB-1��*�2: ROUND�1��&8�,1 CEILING PVC BOX :��
*5281'�/8*�	�3/$67,&�02817,1*�($56 75

'(6&5,P7,21 %2; Q7< %2;
:(,*+7B/EV   

1���

Pallet 
Quantity

2�2�

2/' :25. 
10 %2;



SUBJECT TO CHANGE WITHOUT NOTICE, GO TO WEB SITE FOR MOST  CURRENT PRODUCT INFORMATIONS AND CHANGES OR 
CONTACT  ELITE COMPONENTS SALES REPRESENTATIVE FOR ANY ASSISTANCE.

ELITE COMPONENTS © 2020

�� &8 ,1 2/' :25. ROUND CEILING P9C BOX 
FEATURES:

1��&8�,1 round ceiling ROG�ZRUN�box with tKUHH SODVWLF�PRXQWLQJ�HDUV�IRU�
HDV\�LQVWDOODWLRQ and VL[ integral clamps for use where the ceiling is 
enclosed. High grade of PVC (polyvi-nyl chloride) construction for higher 
performance, lower installation cost, and rust and corrosion resistance.

/5%�1���2:�KDV�EHHQ�WHVWHG��LQYHVWLJDWHG�DQG�IRXQG�WR�FRPSO\�ZLWK�WKH�
UHTXLUHPHQWV�RI�WKH�6WDQGDUG�V��IRU�1RQ�0HWDOOLF�2XWOHW�%R[HV��)OXVK�
'HYLFH�%R[HV�	�&RYHUV��8/��1�&��DQG�LV�LGHQWLILHG�ZLWK�WKH�(7/�/LVWHG�
0DUN�

• Impact-resistant PVC construction
• Virtually unbreakable and non-conductive
• Volume 1� cu.in.

• 1 Gang and Round Shape.
• (7/�OLVWHG�WR�8/��1�&
• (7/�2�+RXU�)LUH�5HVLVWDQW
• 7KH�ER[HV�DUH�LQWHQGHG�WR�EH�LQVWDOOHG�LQ�DFFRUGDQFH�ZLWK�$16,�
1)3$������1DWLRQDO�(OHFWULFDO�&RGH��

NEW PRODUCT

2 hour fire-rated

PART NUMBER

LRB-1���2: ROUND�1��&8�,1 CEILING PVC BOX 
3/$67,&�02817,1*�($56 75

'(6&5,P7,21 %2; Q7< %2;
:(,*+7B/EV   

1�

Pallet 
Quantity

2�2�

2/' :25. 
10 %2;



SUBJECT TO CHANGE WITHOUT NOTICE, GO TO WEB SITE FOR MOST  CURRENT PRODUCT INFORMATIONS AND CHANGES OR 
CONTACT  ELITE COMPONENTS SALES REPRESENTATIVE FOR ANY ASSISTANCE.

ELITE COMPONENTS © 2022

2/' :25.
10 %2;

FEATURES:

2OG�:RUN���&X�,Q�electrical Single Gang wall box for use where the 
wall is enclosed. 8VHG�LQ�UHPRGHOLQJ�ZRUN�ZKHUH�VKDOORZ�HOHFWULFDO�
ER[�LV�QHHGHG� High grade of PVC (polyvinyl chloride) construction for 
higher performance, lower installation cost, and rust and corrosion 
resistance.

3%2;1��12�2:6%�KDV�EHHQ�WHVWHG��LQYHVWLJDWHG�DQG�IRXQG�WR�
FRPSO\�ZLWK�WKH�UHTXLUHPHQWV�RI�WKH�6WDQGDUG�V��IRU�1RQ�0HWDOOLF�
2XWOHW�%R[HV��)OXVK�'HYLFH�%R[HV�	�&RYHUV��8/��1�&��DQG�LV�
LGHQWLILHG�ZLWK�WKH�(7/�/LVWHG�0DUN��

• For use in 2OG :ork applications where the wall is enclosed
• Durable PVC construction will not rust or corrode
• � Cu. In. capacity
• ETL listed to UL 514C
• ETL 2 Hour Fire Resistant
• 7KH�ER[HV�DUH�LQWHQGHG�WR�EH�LQVWDOOHG�LQ�DFFRUGDQFH�ZLWK

$16,�1)3$������1DWLRQDO�(OHFWULFDO�&RGH��

NEW PRODUCT
�-GANG � &u ,n PVC 2/' WORK  WALL ELECTRICAL BOX

PART NUMBER

PBOX1��NO�2:6% 1-GANG 2/'�:25.�� CU IN OUTLET
BOX 2��

'(6&5,P7,21 %2; Q7< %2;
:(,*+7B/EV   

22

Pallet 
Quantity

1�����

2 hour fire-rated



SUBJECT TO CHANGE WITHOUT NOTICE, GO TO WEB SITE FOR MOST  CURRENT PRODUCT INFORMATIONS AND CHANGES OR 
CONTACT  ELITE COMPONENTS SALES REPRESENTATIVE FOR ANY ASSISTANCE.

ELITE COMPONENTS © 2022

2/' :25.
10 %2;

FEATURES:

2OG�:RUN�1��&X�,Q�electrical Single Gang wall box for use where the 
wall is enclosed. 8VHG�LQ�UHPRGHOLQJ�ZRUN�ZKHUH�VKDOORZ�HOHFWULFDO�
ER[�LV�QHHGHG� High grade of PVC (polyvinyl chloride) construction for 
higher performance, lower installation cost, and rust and corrosion 
resistance.

3%2;11�12�2:6%�KDV�EHHQ�WHVWHG��LQYHVWLJDWHG�DQG�IRXQG�WR�
FRPSO\�ZLWK�WKH�UHTXLUHPHQWV�RI�WKH�6WDQGDUG�V��IRU�1RQ�0HWDOOLF�
2XWOHW�%R[HV��)OXVK�'HYLFH�%R[HV�	�&RYHUV��8/��1�&��DQG�LV�
LGHQWLILHG�ZLWK�WKH�(7/�/LVWHG�0DUN��

• For use in 2OG :ork applications where the wall is enclosed
• Durable PVC construction will not rust or corrode
• 1� Cu. In. capacity
• ETL listed to UL 514C
• ETL 2 Hour Fire Resistant
• 7KH�ER[HV�DUH�LQWHQGHG�WR�EH�LQVWDOOHG�LQ�DFFRUGDQFH�ZLWK

$16,�1)3$������1DWLRQDO�(OHFWULFDO�&RGH��

NEW PRODUCT
�-GANG �� &u ,n PVC 2/' WORK  WALL ELECTRICAL
BOX

PART NUMBER

PBOX11�NO�2:6% 1-GANG 2/'�:25.�1� CU IN
OUTLET BOX 1��

'(6&5,P7,21 %2; Q7< %2;
:(,*+7B/EG   

21

Pallet 
Quantity

3000

2 hour fire-rated




