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Using the process known as “mill galvanized coating” ELITESTRUT channel is bathed

in a zinc coating prior to fabrication. The thickness of this coating is in compliance with
ASTM G90 (coat thickness of .90 ounces per square foot equal to .45 ounces per side).
This process also complies with ASTM A-653. STRUT channel with pre-galvanized coating
are durable for mild or dry corrosive environments.

T12G

STRUT 14 GAUGE

SIZE:

15/8" X 15/8”

FINISH:

Pre-Galvanized

FUNCTION:

For heavy applications, fastening, tube routes, or construction pipes

PART NUMBER DESCRIPTION PALLET QTY.

UST001 15/8” X 15/8” STRUT 10’ 50

UST002 15/8” X 15/8” STRUT 20’ 25

SIZE:

15/8" X 15/8”

FINISH:

Pre-Galvanized

FUNCTION:

For heavy applications, fastening, tube routes, or construction pipes

PART NUMBER DESCRIPTION PALLET QTY.

UST006 15/8” X 15/8” STRUT 20’ 25

UST008 15/8” X 15/8” STRUT 10’ 50

SIZE:

13/16” X 1 5/8”

FINISH:

Pre-Galvanized

FUNCTION:

For heavy applications, fastening, tube routes, or construction pipes

PART NUMBER DESCRIPTION PALLET QTY.

USTO013 13/16” X 1 5/8” STRUT 10’ 50

UST015 13/16” X 1 5/8” STRUT 20’ 25

XY ELITE COMPONENTS

12600 CARDINAL MEADOW SUITE 108, SUGAR LAND TX 77498





